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MSDS PRODUCT INFORMATION

Date: 10/07/2005

To: MSDS Requester

From: 3E Company

Subject:  The MSDS you have requested

[ ] MSDSNOT REQUIRED
In response to your request for a Material Safety Data Sheet, according to the OSHA Hazard Communicatin Standard

(Right-to-Know), the following item is an article. Articles are defined in 29 CFR 1910.1200(c). Products such as
Drugs, cosmetics, food, or alcoholic beverages, wood or wood products, and tobacco or tobacco products, as defined in
29 CFR1910.1200(b)(6), are exempt from the Hazard Communication Standard. Items that are considered articles, as
defined in 29 CFR 1910.1200(c), are also exempt from this Standard. Therefore, the manufacturer is not required to
provide an MSDS for this product.

[X] MSDSDISCONTINUED PRODUCT
In response to your request for a Material Safety Data Sheet, the manufacturer has discontinued the product listed

below. The MSDS Attached is the most current version, or an MSDS is no longer available.

[ 1 MSDSBEST COPY AVAILABLE
The MSDS attached is the best copy available from the manufacturer.

[ 1 MANUFACTURER NO LONGER IN BUSINESS
In response to your request for a Material Safety Data Sheet, a current MSDS could not be obtained for this product. It

has been determined that the manufacturer listed below is no longer in business. A current address and phone number
could not be located.

Manufacturer: Rectorseal Corporation
Product Name: Rectorseal Uniflux (DISCONTINUED)
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SECTION 1_CHEMICA[ PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NAME: ReclorSeal® Uniflux™
CHEMICAL FAMILY: Organi/Inerganio
USE: Soft Seldering Flux
MAMIFACTURE f SUPPLIER

The RectorSeal Corporation

2801 Spanwick

EMERGEMCY TELEPHONE NUMBERS:
Cheratre¢ 24 hours: (800) 424-8300
The RectorSeal Gorporation: (713) 263-8001

Houslon, Texas 77058 USA
NON EMERGENCY TELEPHONE NUMBERS:

Technical Service: (B00) 231-3345

SECTION 2 COMPOSITION / INFORMATION ON INGREDIENTS

APPROX
HAZARDOUS COMPONENTS  GAS NO, % OSHAPEL ACGIMTLV  OTHERLIMITS HMIS
Zinc Chioride 7646-05-7 =40 1 mg'm’ 1 mg/m® 2 mg/m” STEL N/D ND
Petroleumn Distillates B4741-44-2 - N/D ND N/D N/D ND
Pearfrolatum 8009-03-8 - ND ND WD ND N/D
SECTION ROS FICATION
SUMMARY OF ACUTE HAZARDS kritation to respiratory sysiem from fumes evolved durlng seldering.
Eye contact may cause infanse imitation and injury.
PRIMARY
ROUTE OF EXPOSUR| SIGNS AND SYMPTOMS ROUTE(S)
INHALATION: Irritation to respirtory system from fumes avolved during soldering, Yes
EYE CONTACT: Contact may cause intense lrrdtation and injury. Yes
SKIN CONTACT: May cause gkin irritation, Yes
INGESTION: Chemical burné to digestive system and muccsal surface. May be fatat. No

SUMMARY OF CHRONIC HAZARDS: Shortterm affeciz to liver and kidnays can occur. Chemkal irritation from continued skin centact can
occur. Continyous industrial use In small unventilated areas may result in sufficlent inhalalion of solder and flux fumes to cause lung damage
and irritation of raspiratory tract,
MEDIGAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE: (ndividuals with pre-existing or chronic dizeases of the eyes, skin,
razpiratary System, cardiovascular system, gastrointestingl system, [ivar, or kdneys may have increased suscepliblity to excessive exposure,

SECTION 4 FIRST Alp MEASURES

INHALATION: if overcome by exposure, remove viclim lo fresh sk Immediately. Give oxygen or artificial raspiration as heeded.
Obtain emergénsy madical attention. Promgt astion ie ezsential
EYE CONTACT: Immediately flush with large amounts of water for at least 15 minutes, Qet prompt medical attention.
SKIN CONTACT: Immediately flush with lerge amounts of water; use soap If available. Remove contaminated clathing
INGESTION: If swallowed. call a physician immediately. Only induce vomiting al the instruction of a physiclan, Naver give
anything by mouth ko an unconsCioLs parson.
SECTION 5 FIRE FIGHTING MEASURES
FLASHPOINT:  »280°F (110°C) FLAMMABILITY LIMITS: LEL: NVA  UEL: N/A

EXTINGUISHING MEDIA: Foam, dry chemical, asrbon dloxide or water fog.

SPECIAL FIRE FIGHTING PROCEDURES: Wear salf-contained full Facq pisce braathing apparafus and olher protective clathing. Hazandous
decampasilon products possible (see Section 10). May reiease Zn0 and HC! fumes.

UNUSUAL FIRE AND EXPLOSION HAZARDS: Heat may bulid up pressure and rupture closed containers,

SECTION 6 ACCIDENTAL REILEASE MEASURES
STEPE TO BE TAKEN IN CASE MATERIAL 15 RELEASED OR SPILLED: Wipe up =pilis to pravant footing hazard. Avoid flushing into sewers,
drains, waterways and soil. Wear protective ciothing during clean up.

SECTION 7 STORAGE AN DL
PREGCAUTIONS TC BE TAKEN IN HANDLING AND STORING: Krep comainer closed and upright when not in uge, Stors flux at ambient
candktions, keep under exiremely dry and controded canditiens, Wash thoroughly after handling to remove all residue.
OTHER PRECAUTIONS: Avold pralonged or repeated comaet with skin of clothing, Emply containers may oomtain reskiues and vapors; treat as if
full and gbaerve all products precautions Do nol breaths sokiering fumes. Do net regse amply containers. Keep out of reach of children

SECTION 8 EXPOSURE CONTROLS/PERSONAL PROTECTION

RESPIRATORY PROTECTION (SPECIFY TYPE): |n corfined, poorly ventilated areas, usa NIOSH/MSHA approved alr purifying or supplied alr
respirators during sokdering operations until flumes have dissipated.
VENTILATION - LOCAL EXHAUBT: Maintaln air Now away from user to exhaust soldaring fumes and vapors.
MECHANICAL (GENERAL): Acceptable Speclals N/A
OTHER: N/A

PROTECTWE GLOVES! Wear non-permeabie gloves EYE PROTECTION: Chemical splash goggias (ANS! Z-87.1 or equivalent)
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8. EXPOSURE CONTROLS/PERSONAL PROTECTION {Cont'd)

OTHER PROTECTIVE CLOTHING OR EGUIPMENT: Eull profective aquipment normally used in soldering operation 5o g3 to prevent any contact.
Review operations to avold conlact with the hazardous gas, liquids or solids,

WORKMHYGIENIC PRACTICES: Whare use can result in skin conlact, wash exposed areas tharoughly before esting, drinking, smaoking, of leaving
wark area. Launder cofitaminated clothing befera reuse.

SECTION 9 PHYSICAL AND CHEMICAL PROPERTIES

BOILING POINT: 212¢F (100°C) & 780mm Hg SPECIFIC GRAVITY (H0 = 1): 1.18
VAPOR PRESSURE (mm Hgj: <0.01 @ 88°F (20°C) MELTING POINT: 125°F (52°C)

VAPOR DENSITY (AIR = 1); »1 EVAPORATION RATE (ETHYL ACETATE = 1): <0.01
SOLUBILITY INWATER: Very Slight APPEARANCE/ODOR: Olive Paste! Mild Odor

SECTION 10 STABILITY AND REACTIVITY
STABILITY: Stabla

CONDITIONS TO AVOID: N/D

INCOMPATIBILITY (MATERIALS TO AVOID): Sirong scids and bases.

HAZARDOUS DECOMPOSITION PRODUCTS: Ethylens Oxide, HCI, 200 and NOx may be evolved during soldaring.
HAZARDOUS POLYMERIZATION: Wil not ooour,

SECTIO 1
CARCINOQENICITY: NTP: No IARC MONOGRAFPHS: No O&HA REGULATED: No
SUBSTANCE GAS NO. LDED LCEo
Zinc Chioride TE4G-85-7 OrakRat LDS0:350 mg/ky inhalation-Rat LCLo:1980 mpm3/10M
Petroteum Distillates 64741-44-2 Oral-Rat LD:=5 g/ky Inhalation-Rat LC50:1700 mg/mv4H
Petrolatum 8002-03-3 NID NIQ

SECTION 12 ECOLOGICAL INFORMATION

FOOD CHAIN
SUBSTANCE CON POTENTIAL WATERFOWL TOXICITY  BOD  AQUATIC TOXIGITY
Zinc Chloride None N/A Nena 7.2 ppm/D he/medium bluegill/TLm
Petraleum Distiliates ND ND N/D NID
Petralatum N N/D N/D N/D

SECTION 13 DISPOSAL
WASTE DISPOSAL METHOD: Dispo=a of maleriel in accordance with al local, stale and federai regulations.

SECTION 14 TRANSPORTATION INFORMATION

DOT: Non-Regulated

QCEAN (IMDG): Non-Regulated
AIR {IATA): Non-Raegulated
WHMIE (CANADA): Non-Reguisted

SECTION 15 REGULATORY INFORMATION

SUBSTANCE SARA 313 TSCA INVENTORY CERGLA RQ CRA GODE
Zinc Chieride Yenx Yae 1,000 Ib. N/A
Petraleum Distillates No Yes WA N/A
Patrolalum Ne MNa WA N/&

SECTION 16 OTHER INFORMATIO,
This document ks prepared pursuant to the OSHA Hazardous Gemmunication Siandard (26 CFR 1910.1200), The information hereln |s given in good
faith, but no warranty. express or Implied Is made. Caonsult The Rector3eal Corporalion for further (nformation; (713 263-0001
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